
Tuburi termocontractibile

Culoare: Negru

SB

1.5-0.5 15 1.5 0.5 0.45 127097

3.0-1.0 15 3 1 0.55 127104

6.0-2.0 10 6 2 0.65 127111

9.0-3.0 10 9 3 0.75 127118

12.0-4.0 8 12 4 0.75 127125

18.0-6.0 7 18 6 0.75 127132

24.0-8.0 4 24 8 1.00 127139

Culoare: Albastru

SB

1.5-0.5 15 1.5 0.5 0.45 127099

3.0-1.0 15 3 1 0.55 127106

6.0-2.0 10 6 2 0.65 127113

9.0-3.0 10 9 3 0.75 127120

12.0-4.0 8 12 4 0.75 127127

18.0-6.0 7 18 6 0.75 127134

24.0-8.0 4 24 8 1.00 127141

Culoare: Galben

SB

1.5-0.5 15 1.5 0.5 0.45 127100

3.0-1.0 15 3 1 0.55 127107

6.0-2.0 10 6 2 0.65 127114

9.0-3.0 10 9 3 0.75 127121

12.0-4.0 8 12 4 0.75 127128

18.0-6.0 7 18 6 0.75 127135

24.0-8.0 4 24 8 1.00 127142

Culoare: Rosu

SB

1.5-0.5 15 1.5 0.5 0.45 127101

3.0-1.0 15 3 1 0.55 127108

6.0-2.0 10 6 2 0.65 127115

9.0-3.0 10 9 3 0.75 127122

12.0-4.0 8 12 4 0.75 127129

18.0-6.0 7 18 6 0.75 127136

24.0-8.0 4 24 8 1.00 127143

Culoare: Alb

SB
1.5-0.5 15 1.5 0.5 0.45 127102

3.0-1.0 15 3 1 0.55 127109

JOASA TENSIUNE

SB
Tub termocontractibil, varianta rola, in cutie practica
perete subtire, ignifug, raport de contractare 3 : 1, neadezivat

Aplicatii
• Izolare electrica
• Marcaj
• Inscriptionabil
• Protectie anticoroziva
• Protectie mecanica
Material
• Poliolefina cu legaturi incrucisate
• Fara plumb si cadmiu
Teste
• Omologat conform UL E 172094 
 • Corespunde la norma MIL-I-23053/5

Durata de depozitare
• Nelimitat

Caracteristici
• Rola in cutie cu design practic,  
 prevazuta cu o canelura pt. a 
   preveni rularea inapoi in cutie a  
 tubului.
Observatii
• Ignifug, cu exceptia variantei

• Pentru caracteristici tehnice  

 
 

detaliate va rugam sa consultati

 
 

fisa tubului termo „SR1F“ 

   transparente

Livrare
In cutii de carton cu dozator practic

Culori disponibile

Galben-
verde

Albastru Galben Rosu AlbNegru

Transparent Verde Gri Maro

Tip Lungime
rola

m

Ø Diametru interior
mm

inainte de contractare dupa contractare

Grosimea
finala a peretului

mm

Cod
produs



(Continuare) Culoare: Alb

SB

6.0-2.0 10 6 2 0.65 127116

9.0-3.0 10 9 3 0.75 127123

12.0-4.0 8 12 4 0.75 127130

18.0-6.0 7 18 6 0.75 127137

24.0-8.0 4 24 8 1.00 127144

Culoare: Transparent

SB

1.5-0.5 15 1.5 0.5 0.45 127098

3.0-1.0 15 3 1 0.55 144462

6.0-2.0 10 6 2 0.65 127112

9.0-3.0 10 9 3 0.75 127119

12.0-4.0 8 12 4 0.75 127126

18.0-6.0 7 18 6 0.75 127133

24.0-8.0 4 24 8 1.00 127140

Culoare: Verde

SB

1.5-0.5 15 1.5 0.5 0.45 200294

3.0-1.0 15 3 1 0.55 127110

6.0-2.0 10 6 2 0.65 127117

9.0-3.0 10 9 3 0.75 200295

12.0-4.0 8 12 4 0.75 127131

24.0-8.0 4 24 8 1.00 127145

Culoare: Gri

SB

1.5-0.5 15 1.5 0.5 0.45 203674

3.0-1.0 15 3 1 0.55 203675

6.0-2.0 10 6 2 0.65 203676

9.0-3.0 10 9 3 0.75 203677

12.0-4.0 8 12 4 0.75 203678

18.0-6.0 7 18 6 0.75 203679

24.0-8.0 4 24 8 1.00 203680

Culoare: Maro

SB

3.0-1.0 15 3 1 0.55 203787

6.0-2.0 10 6 2 0.65 203788

9.0-3.0 10 9 3 0.75 203789

12.0-4.0 8 12 4 0.75 203790

18.0-6.0 7 18 6 0.75 203791

24.0-8.0 4 24 8 1.00 203792

Culoare: Galben-Verde

SB

1.5-0.5 15 1.5 0.5 0.45 204297

3.0-1.0 15 3 1 0.55 204298

6.0-2.0 10 6 2 0.65 204299

9.0-3.0 10 9 3 0.75 204310

12.0-4.0 8 12 4 0.75 204311

18.0-6.0 7 18 6 0.75 204312

24.0-8.0 4 24 8 1.00 204313

Tuburi termocontractibileJOASA TENSIUNE

Tip Lungime Ø Diametru interior
mm

inainte de contractare dupa contractare

Grosimea
finala a peretului

mm

Cod
produsrola

m
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