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IP 66, 67  

The aluminium terminal box range, HALP, with a IP 
66, 67 protection degree, is available off the shelf in 
many different sizes. The HALP range is well suited for 
indoor and outdoor environments thanks to excellent 
corrosion resistance. 
Water and dust are prevented from entering the 
terminal box, thus eliminating the risk for component 
failure, and with that, unnecessary downtime.

Material: Tip aluminiu AlSI 12.

Garnitur: Livrat standard cu garnitură poliuretan. Garnituri 
silicon, neopren și EPDM disponibile la cerere.

Temperatur de rezisten: -30ºC până la +80ºC.

Protecie: IP 66, 67.

Finisaj: RAL 7001.

Aprobri: CE, GOST. Pentru aprobări cULus_UL 
Listed, contactaţi Departamentul de Vânzări

Livrare: Baza cutiei, capacul şi şuruburile 
capacului fabricate din oţel inoxidabil.
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Dimensiune caset

Î L A Nr. articol

45 50 30 HALP050503GE

64 58 36 HALP060604GE

64 98 36 HALP061004GE

64 150 36 HALP061504GE

80 75 57 HALP080806GE

80 125 57 HALP081306GE

80 175 57 HALP081806GE

80 250 57 HALP082506GE

122 122 80 HALP121208GE

122 122 90 HALP121209GE

122 220 80 HALP122208GE

122 220 90 HALP122209GE

122 360 80 HALP123608GE

160 160 90 HALP161609GE

160 260 90 HALP162609GE

160 360 90 HALP163609GE

160 560 90 HALP165609GE

230 200 110 HALP232011GE

230 330 110 HALP233311GE

230 330 180 HALP233318GE

230 400 110 HALP234011GE

230 600 110 HALP236011GE
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